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 •   2 crankshaft pumps  (radial) 3 solid ceramic pistons
 •   2 Thermal safety valves (pump safety)
 •    2 Regulators separated from the manifold
 •   2 Flector couplings : increased elasticity of the motor-pump coupling
 •   Multiplied coupling between pump and PTO
 •    Filter for high flow rate
 •    Welded steel frame, epoxy paint

 SPECIFICATIONS

•   Steel hose reel
 •     Hose : 30 m 1/2 hose
 •   HP spray gun : designed for high flow rates
 •   1050 mm double lance adjustable high & low pressure
 •     HP nozzle 25°
 •   Stainless steel 800 mm lance  with two rotating nozzles

 STANDARD EQUIPMENT

 MODELS

REFERENCE
FLOW RATE PRESSURE POWER PUMP WEIGHT

l/min l/h bar HP KW rpm Brand Oil kg

PF 80 170 DUO 80
40

4 800
2 400

170
170

40
20

1 000
540

HAWK < 1 450 15W40 175

Flector coupling 
< 1 450 rpm

2
 YEARS

WARRANTY

Flector

MAIN FEATURES

  Long life pump

    Anti water hammer regula-
tor

 Elastic coupling

 Pump safety

 Steel hose reel

 30 m hose

OPTIONS

   1 - Double foam kit

   2 - Hydro-ejector kit

   3 - Galvanized frame

PTO DRIVEN
HP washer - Ref. PF 80 170 DUO


