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Reduction gear 
1 450 rpm 

OPTIONS

  1 - Double foam kit

  2 -   Antiscale kit 
(preventive & curative)

Réductée

MAIN FEATURES

 Automatic speed reduction

   STOP & START function

   2 engine rotation speeds

   Low oil fuel level safety

   Lack of water safety

   Flame detection

 •  Crankshaft pump (radial), 3 ceramic pistons
 •  Engine : IGX 4 strokes with lack of oil safety
 •  Magneto-thermal circuit breaker
 •  Reduction gear : reduces the pump rotation speed
 •  Frame & hood : welded steel frame, epoxy paint
 •  Boiler : High efficiency vertical stainless steel boiler, steel coil
 •  Fuel oil burner
 •  Thermostat for temperature regulation
 •    Fuel tank capacity : 20 l
 •   Anti scale device with poly-phosphate crystals

 SPECIFICATIONS

 •  Blue hose : 10 m 5/16 double metal braided hose
 •  HP spray gun : with swivel link
 • 700 mm lance with adjustable head and flat jet nozzle
 •  700 mm turbo lance

 STANDARD EQUIPMENT

 MODELS

REFERENCE
FLOW RATE PRESSURE POWER PUMP TEMPERATURE WEIGHT

l/min l/h bar HP kW rpm Brand Oil °C kg

TIE 15 240 IGX HW 15 900 240 13 8,7 1 450 INTERPUMP 15W40 90/140 215

HOT WATER HP WASHERS
Petrol - Intensive series - TIE 15 240 IGX HW

2
 YEARS

WARRANTY

ESSENCE


