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MAIN FEATURES

 �Rechargeable battery

 Ideal to work :
•	 Inside
•	 Outside		

 �4 h work autonomy

PULVBAT

BATTERY-POWERED SPRAYER
Liquid products

 SPECIFICATIONS

 STANDARD EQUIPMENT

 • �Battery : lead calcium 12 V rechargeable - 7,2 Ah
 • �Pressure : 4 bar
 • �Flow rate : 0,85 l/min - 51 l/h with a 1,2 mm nozzle
 • �Pump with Viton ® membranes and seals
 • PVC tank: 20 l
 • �Product temperature : 60 °C max.

 • �Brass lance with adjustable jet
 • Gun with Viton ® seals
 • 8 m PVC hose
 • Battery charger

 • Aqueous solutions : acid, alkaline and saline
 • Bleach extract : sodium hypochlorite solution from 14 to 15 %
 • Saline solutions
 • Organic components soluble in water
 • Anti-moss
 • Water repellent

 • DIMACO A320 shampoo
 • DIMACO C740C degreasing agent
 • Fungicide
 • Bactericide treatment
 • Insecticide
 • Weed killer 

 USABLE PRODUCTS

Sprayer protection grade : IPx4

OPTIONS

Ref. : ADAPTPULVBAT

 Kit to connect a diamond 
chainsaw

 Back harness
    Ref. : 38520


