ELECTRIC ENGINE SPRAYER
All liquid products - Ref. PE20 PREMIER < DIMA

I PE20 PREMIER

»> Compact
» Lance holder

OPTIONS
A
Double user kit including :
P> 25 m haose
® SPECIFICATIONS » 600 mm spraying lance

» ED3 telescopic lance

e Engine: 230V - 0.6 HP single phase electric engine
e Pressure : 10 bar

e Flow rate : 19 I/mn

e Crankshaft pump with Viton®membrane and polypropylene manifold

* Pump rotation speed : 300 / 650 rpm

e Manual pressure regulator : with pressure gauge and recycling rinse valve

* Polypropylene detergent trap

» Multi-user option: possibility to have two operators working together (KITDUQ option)
e Weight: 25 kg

e Dimensions: 0,80 mx 0,57 mx 0,63 m (L x Lx h)

© STANDARD EQUIPMENT

* 0.60 m spraying lance with adjustable handle
* 25 m hose

¢ 15 m suction haose with inlet filter

* 15 m return hose

© USABLE PRODUCTS

* DIMACO A320 shampoa * Bactericide treatment e Concrete Deactivator
* DIMACO C740C degreaser e Phytosanitary e Insecticide - Pesticide
e Anti-moss e Product to peel off wallpaper o Weed Killer - Fertilizer
e Acid ¢ Aqueous phase product e Solvent

o \Water repellent e Chlorinated product e Hydrocarbon

e Fungicide e Shuttering oil e Alcohol...
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